24" diameter flat sealed composite cover and frame.

For reference purposes only. This drawing is not a specification. Order against product code only. To enable continuous improvement of our products, the designs and specifications are subject to change without notice.

© Copyright
24" diameter flat sealed composite cover and frame.

<table>
<thead>
<tr>
<th>Load Rating</th>
<th>Cover Weight</th>
<th>Frame Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>LD</td>
<td>16.5 lbs</td>
<td>19.8 lbs</td>
</tr>
<tr>
<td>SD</td>
<td>46.3 lbs</td>
<td>19.8 lbs</td>
</tr>
<tr>
<td>HD</td>
<td>57.3 lbs</td>
<td>19.8 lbs</td>
</tr>
</tbody>
</table>
CONCRETE

Very important
Outer edge "A" of frame set 1/4" - 1/2" above general forecourt area with concrete ramped away over 12".

Minimum
8
Maximum
14

SKIRT

Tarmacadam

Tarmacadam

Minimum
8
Maximum
14

A

A

Very important
This underlined area shown must be surrounded and extended to the forecourt.

For reference purposes only. This drawing is not a specification. Order against product code only. To enable continuous improvement of our products, the designs and specifications are subject to change without notice.

© Copyright

24" diameter flat sealed composite cover and frame.