36" dia. watertight flat sealed multi-port composite cover and frame with 2 removable colored sealed caps (12" dia.).
36" dia. watertight flat sealed multi-port composite cover and frame with 2 removable colored sealed caps (12" dia.).

For reference purposes only. This drawing is not a specification. Order against product code only. To enable continuous improvement of our products, the designs and specifications are subject to change without notice.

<table>
<thead>
<tr>
<th>Load Rating</th>
<th>Cover Weight</th>
<th>Frame Weight</th>
<th>Port Cover</th>
</tr>
</thead>
<tbody>
<tr>
<td>C250</td>
<td>39 lbs</td>
<td>20 lbs</td>
<td>7 lbs</td>
</tr>
</tbody>
</table>
CONCRETE

OUTER EDGE "A' OF FRAME SET 1/4" - 1/2"
ABOVE GENERAL FORECOURT AREA WITH
CONCRETE RAMPED AWAY OVER 12"

VERY IMPORTANT
The underside of the frame
must be adequately
supported by concrete.

Expansion joint filled
with petrol resistant mastic

Joint tied with
24" long x 1/2"
dowel at 24" c/c.
Half bonded cement.

Concrete reinforced
with 2 layers of
reinforced mesh

SKIRT

BLACKTOP

CONCRETE

MINIMUM
8

MAXIMUM
14

Very IMPORTANT

12

"A"

36

Very IMPORTANT

OUTER EDGE "A' OF FRAME SET 1/4" - 1/2"
ABOVE GENERAL FORECOURT AREA WITH
CONCRETE RAMPED AWAY OVER 12"

CONCRETE

PEA GRAVEL

BLACKTOP

CONCRETE

CONCRETE

CONCRETE

FOR REFERENCE PURPOSES ONLY. THIS DRAWING IS NOT A SPECIFICATION. ORDER AGAINST PRODUCT CODE ONLY. TO ENABLE CONTINUOUS IMPROVEMENT OF OUR PRODUCTS, THE DESIGNS AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

© Copyright

MINIMUM
8

MAXIMUM
14

(for reference purposes only. this drawing is not a specification. order against product code only. to enable continuous improvement of our products, the designs and specifications are subject to change without notice. © copyright)